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Neocision Oven Quick-Start Guide 
 

For complete detailed instructions, please refer to the user manual included with your oven! 
 

Unboxing 
- Our ovens ship under a vacuum. After removing the plastic cover, first verify the oven has arrived under a 

vacuum. To release the vacuum, twist the release dial until the holes line up and you see the gauge rise. 
- If your oven has arrived damaged, you must contact us within 24 hours of receiving! 
- We recommend performing a high-temperature burnout prior to use. This will help to remove any residue left 

over from the manufacturing process. To do this, set the oven temperature to its maximum (212F / 100C) and 
leave the door open for 1 – 2 hours. 

 

Vacuum 
- To pull a vacuum, connect your pump to the inlet fitting located on the rear of the oven. Confirm the door is 

closed by rotating the handle downwards until it locks in place. Turn the Pump Hole Switch to open, then 
switch your pump on.  

- When your desired vacuum level has been reached, close the Pump Hole Switch. 
- Please Note: Disconnect your vacuum pump from the vacuum inlet BEFORE switching your vacuum pump 

off! Some vacuum pumps lack an internal check-valve, and leaving these pumps connected to the vacuum 
system can suck pump oil into the oven internals, which may contaminate product when the vacuum is 
released. BVV cannot be held responsible for loss of product due to misuse! 

 

Use 
- To begin heating, switch the power on. The controller will take a few moments to load, and then it will start 

heating the oven. The controller will automatically stabilize and maintain oven temperature at its setpoint. 
- The oven features a digital timer that will begin to countdown once oven temperature is reached. Once the 

timer expires, an alarm will sound (press any key to mute) and the heating will be shutoff until reset by the 
user. 

- To adjust settings, press SET or the leftmost button. The first setting is for alarm time, in minutes. To disable 
the timer, simply set it to 0. The second setting is for the temperature, in Fahrenheit. The arrow keys may be 
used to adjust. Finally, press SET to confirm changes. 

 
 

 


