
 

Closed Column Pressure Extractor 

Instructions 

1) Pack material column, and assemble the extractor, using the 

threaded flare for the top cap, and bottom barb fitting as the 

bottom. **Pack firmly, but not extremely tight** 

 

2) Pull vacuum from bottom barb fitting *Always pull from the 

screened side of extractor, as to not suck organic material into 

vac pump.** 

 



3) Use a butane can tip adapter that fits snuggly into the 

hole on the top cap valve. Press can firmly and open 

valve. 

 

4) Pressurize column until can stops hissing, meaning the 

can is empty or column has reached full capacity.  *To 

allow more solvent to enter the system, put your catch 

vessel under the column and release the bottom valve 

slightly while the can is still pressed into the top 

valve. Once a small amount of solvent exits the extractor, close 

the bottom valve*   

 

5) If you choose to do a soak method, it is recommended that 

column remain on ice during soak, allowing 5 minutes MAX soak. 

Long exposure to solvent will reduce the clarity of the product. 

 

6) Release bottom valve to evacuate solvent, and start your purge. 

 

 

**all solvent amounts are 
approximate. Lower temperature 
allows more solvent to enter 
column**** 

30g-45g ~½ can 

60g-90g ~½ - 1 

can 

90g-135g ~1 - 2 

cans 

120g-180g ~2 - 3 

cans 

½ lb ~3 - 4 

cans 



 

Extractor Warning 
 

BY PURCHASING OR OPERATING THIS EQUIPMENT YOU THE OPERATOR 

AND CONSUMER ARE ASSUMING ALL RISK AND LIABILITY FOR PERSONAL 

INJURY AND PROPERTY DAMAGE TO YOURSELF AND OTHER THAT MAY 

ARISE BY FAILING TO FOLLOW ALL SAFETY WARNINGS.  

 

DO NOT IN ANY CIRCUMSTANCE OPERATE THIS 

EQUIPMENT INDOORS OR IN AREAS WITH LOW AIR 

FLOW. 
 

WARNING!!! All extractors are tested under a vacuum and at pressure prior to 

shipping. Upon delivery and before EVERY use the customer must pull a full 

vacuum and pressurize the system to 50PSI with inert gas prior to operation 

to ensure assembly is correct and that the unit is functioning. Failure to do 

so could result in potential solvent leaks, injury or even death. We are not 

responsible for failure to test the unit prior to operation.  

 

WARNING!!! Contents may be under positive pressure before, during and even 

after operation has been complete. Never open or disassemble 

equipment without ensuring that ALL valves are open to 

relieve any residual pressure. Even if a gauge indicates that the 

pressure is zero, be sure to ensure all valves are open before disassembly.  

 

Never operate extraction equipment near electrical sources including 

outlets, pumps, lights or heaters. Never place extractor tubes in 

the freezer containing any form of solvent. Failing to follow these 

instructions could result in a potential explosion 

 


